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performed as frequently as practicable 
but do not need to be performed more 
frequently than the periodic schedule 
that would be otherwise applicable to 
the air pollution control equipment 
under the provisions of this section. A 
copy of the written plan and schedule 
must be maintained at the plant site. 

[64 FR 38977, July 20, 1999, as amended at 68 
FR 37352, June 23, 2003] 

§ 63.696 Recordkeeping requirements. 
(a) The owner or operator subject to 

this subpart shall comply with the rec-
ordkeeping requirements in § 63.10 
under 40 CFR 63 subpart A—General 
Provisions that are applicable to this 
subpart as specified in Table 2 of this 
subpart. 

(b) The owner or operator of a con-
trol device subject to this subpart shall 
maintain the records in accordance 
with the requirements of 40 CFR 63.10 
of this part. 

(c) [Reserved] 
(d) Each owner or operator using an 

internal floating roof to comply with 
the tank control requirements speci-
fied in § 63.685(e) of this subpart or 
using an external floating roof to com-
ply with the tank control requirements 
specified in § 63.685(f) of this subpart 
shall prepare and maintain the fol-
lowing records: 

(1) Documentation describing the 
floating roof design and the dimensions 
of the tank. 

(2) A record for each inspection re-
quired by § 63.695(b) of this subpart, as 
applicable to the tank, that includes 
the following information: a tank iden-
tification number (or other unique 
identification description as selected 
by the owner or operator) and the date 
of inspection. 

(3) The owner or operator shall 
record for each defect detected during 
inspections required by § 63.695(b) of 
this subpart the following information: 
the location of the defect, a description 
of the defect, the date of detection, and 
corrective action taken to repair the 
defect. In the event that repair of the 
defect is delayed in accordance with 
the provisions of § 63.695(b)(4) of this 
section, the owner or operator shall 
also record the reason for the delay and 
the date that completion of repair of 
the defect is expected. 

(4) Owners and operators that use a 
tank equipped with an external float-
ing roof in accordance with the provi-
sions of § 63.685(f) of this subpart shall 
prepare and maintain records for each 
seal gap inspection required by 
§ 63.695(b) describing the results of the 
seal gap measurements. The records 
shall include the date of that the meas-
urements are performed, the raw data 
obtained for the measurements, and 
the calculations of the total gap sur-
face area. In the event that the seal 
gap measurements do not conform to 
the specifications in § 63.695(b) of this 
subpart, the records shall include a de-
scription of the repairs that were 
made, the date the repairs were made, 
and the date the separator was 
emptied, if necessary. 

(e) Each owner or operator using a 
fixed roof to comply with the tank con-
trol requirements specified in § 63.685(g) 
of this subpart shall prepare and main-
tain the following records: 

(1) A record for each inspection re-
quired by § 63.695(b) of this subpart, as 
applicable to the tank, that includes 
the following information: a tank iden-
tification number (or other unique 
identification description as selected 
by the owner or operator) and the date 
of inspection. 

(2) The owner or operator shall 
record for each defect detected during 
inspections required by § 63.695(b) of 
this subpart the following information: 
the location of the defect, a description 
of the defect, the date of detection, and 
corrective action taken to repair the 
defect. In the event that repair of the 
defect is delayed in accordance with 
the provisions of § 63.695(b)(4) of this 
section, the owner or operator shall 
also record the reason for the delay and 
the date that completion of repair of 
the defect is expected. 

(f) Each owner or operator using an 
enclosure to comply with the tank con-
trol requirements specified in § 63.685(i) 
of this subpart shall prepare and main-
tain records for the most recent set of 
calculations and measurements per-
formed by the owner or operator to 
verify that the enclosure meets the cri-
teria of a permanent total enclosure as 
specified in ‘‘Procedure T—Criteria for 
and Verification of a Permanent or 
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Temporary Total Enclosure’’ under 40 
CFR 52.741, Appendix B. 

(g) An owner or operator shall record, 
on a semiannual basis, the information 
specified in paragraphs (g)(1) and (g)(2) 
of this section for those planned rou-
tine maintenance operations that 
would require the control device not to 
meet the requirements of § 63.693(d) 
through (h) of this subpart, as applica-
ble. 

(1) A description of the planned rou-
tine maintenance that is anticipated to 
be performed for the control device 
during the next 6 months. This descrip-
tion shall include the type of mainte-
nance necessary, planned frequency of 
maintenance, and lengths of mainte-
nance periods. 

(2) A description of the planned rou-
tine maintenance that was performed 
for the control device during the pre-
vious 6 months. This description shall 
include the type of maintenance per-
formed and the total number of hours 
during these 6 months that the control 
device did not meet the requirement of 
§ 63.693 (d) through (h) of this subpart, 
as applicable, due to planned routine 
maintenance. 

(h) An owner or operator shall record 
the information specified in paragraphs 
(h)(1) through (h)(3) of this section for 
those unexpected control device sys-
tem malfunctions that would require 
the control device not to meet the re-
quirements of § 63.693 (d) through (h) of 
this subpart, as applicable. 

(1) The occurrence and duration of 
each malfunction of the control device 
system. 

(2) The duration of each period dur-
ing a malfunction when gases, vapors, 
or fumes are vented from the waste 
management unit through the closed- 
vent system to the control device while 
the control device is not properly func-
tioning. 

(3) Actions taken during periods of 
malfunction to restore a malfunc-
tioning control device to its normal or 
usual manner of operation. 

§ 63.697 Reporting requirements. 
(a) Each owner or operator of an af-

fected source subject to this subpart 
must comply with the notification re-
quirements specified in paragraph 
(a)(1) of this section and the reporting 

requirements specified in paragraph 
(a)(2) of this section. 

(1) The owner or operator of an af-
fected source must submit notices to 
the Administrator in accordance with 
the applicable notification require-
ments in 40 CFR 63.9 as specified in 
Table 2 of this subpart. For the purpose 
of this subpart, an owner or operator 
subject to the initial notification re-
quirements under 40 CFR 63.9(b)(2) 
must submit the required notification 
on or before October 19, 1999. 

(2) The owner or operator of an af-
fected source must submit reports to 
the Administrator in accordance with 
the applicable reporting requirements 
in 40 CFR 63.10 as specified in Table 2 of 
this subpart. 

(b) The owner or operator of a con-
trol device used to meet the require-
ments of § 63.693 of this subpart shall 
submit the following notifications and 
reports to the Administrator: 

(1) A Notification of Performance 
Tests specified in § 63.7 and § 63.9(g) of 
this part, 

(2) Performance test reports specified 
in § 63.10(d)(2) of this part, and 

(3) Startup, shutdown, and malfunc-
tion reports specified in § 63.10(d)(5) of 
this part. 

(i) If actions taken by an owner or 
operator during a startup, shutdown, or 
malfunction of an affected source (in-
cluding actions taken to correct a mal-
function) are not completely consistent 
with the procedures specified in the 
source’s startup, shutdown, and mal-
function plan specified in § 63.6(e)(3) of 
this part, the owner or operator shall 
state such information in the report. 
The startup, shutdown, or malfunction 
report shall consist of a letter, con-
taining the name, title, and signature 
of the responsible official who is certi-
fying its accuracy, that shall be sub-
mitted to the Administrator, and 

(ii) Separate startup, shutdown, or 
malfunction reports are not required if 
the information is included in the sum-
mary report specified in paragraph 
(b)(4) of this section. 

(4) A summary report specified in 
§ 63.10(e)(3) of this part shall be sub-
mitted on a semiannual basis (i.e., once 
every 6-month period). The summary 
report must include a description of all 
excursions as defined in § 63.695(e) of 

VerDate May<21>2004 05:13 Jul 29, 2004 Jkt 203149 PO 00000 Frm 00140 Fmt 8010 Sfmt 8002 Y:\SGML\203149T.XXX 203149T


